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Request to Send

Ring Indicator
Clear to Send

Data Set Ready
Ground
Data Term. Ready

Description -001

Transmit Data
Receive Data
Carrier Detect
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P1 Pin P2 Pin Size (AWG) Color

1
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3 4
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5 2
6

22 White (White)
Black (Black)
Green (Green)

Yellow (White/Black)7

9

Blue (Blue)
Orange (Orange)
Red (Red)

9

7

8
5
6
10 Purple (Green/Black)

Brown (Red/Black)

P1

6 7 8 9

1.53"

L

4 51 2 3

Config. L Description

-xxx x"
-001 36" Controller radio test cable

DF1E-10S-2.5C
Cable with nine (9) 22AWG wires--

P2

Ref. Des.

MMC Secondary Radio (SR) Backplane Connector

Mfgr. P/NMfgr. Description

Connector, Male DB9 with solder cups172-009-102-001P1
Hirose
Norcomp

972-009-010-031-- Plastic hood for DB9 connectorNorcomp

Notes (unless otherwise specified):

1. All lengths are +2.0" -0.5"
2. All dimensions are in inches unless otherwise noted.

J1, J2 Connector, Male Banana Plug

+12V221 Red (Red)
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2 22

J2 Pin

1

J1 Pin

1
GroundBlack (Black)

J1

CONN PLUG 1
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