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DETAIL
OPTICAL COILCORD END WITH GRADUALLY INCREASING
PITCH LENGTH TO AVOID SHARPF BENDING IN TRANSITION
FROM COILED TO STRAIGHT SECTIONS - ALL PIECES.

/

\ POSITION OF STRAIGHT END APPROXIMATELY IN //
\ CENTER OF COILCORD AXIS TO ALLOW STRAIGHT ,
\\ PULL DURING EXTENSION. /
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11 - INCREASED STRAIGHT SECTION CABLE LENGTH TO 9.5 FEET FRACTIONS - +/- 1/16 DRAWING TITLE:
12 - INCREASED TEST SECTION LENGTHS X o = e MOOS SNUBBER CABLE
[ 13 - ADDED WHITNEY BLAKE PN.'S. Mark Chaffey 4/30/08
XX - +/- 01
N O O S A 14 - ADDED MANDREL DIAMETER | T SATE COILCORD BUILLD SPEC
15 - REVISED WB PN'S. REMOVED TEST COIL XXX - +/- 005
20 - ADDED MEASUREMENT CONDITION (RELAXED) 2 st | o e RV [oHEET
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ WODWAQBDWG*ZO ﬂ of ﬂ

6 5 4 ‘ 3 2 1

95 FEETT

1

H REV ‘ CHANGE ‘ INIT ‘DATE‘

AU WA

SNUBBER COILCORD ASSEMBLY: WB PN #4-/75/-03-915
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SNUBBER COILCORD ASSEMBLY: WB PN #4-7/57-04-915

CONSTRUCTION DETAILS ALL UNITS:

1 DIMENSIONS ARE IN THE RETRACTED

(RELAXED) CONDITION.,

Z. EXTRUDE NEOPRENE JACKET OVER CORE CABLE TO OUTER DIAMTER OF 0.8 INCHES

3. WRAP OVER MANDREL DIAMETER OF 125 INCH
4. FINAL COIL DIAMETER TO BE 2.85 INCH
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-101 FINAL ASSEMBLY
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