
LASER SIGNAL FIBER: Subcon Cable assembly
SH2F-CCP-B molded to 120" Fiber Optic 100/140um simplex cable.
w/ water blocked penetrator and 24" pigtail + FC connector.

SIGNAL BULKHEAD ASSEMBLY: 
SUBCON Optoplink Bulkhead connector
W/ 24" pigtail 100/140um fiber optic cable 
W/ FC connector

EXCITATION BULKHEAD ASSEMBLY: 
SUBCON Optoplink Bulkhead connector
W/ 24" pigtail 50/125um fiber optic cable 
W/ FC connector

LASER EXCITATION FIBER: Subcon Cable assembly
SH2F-CCP-B molded to 120" Fiber Optic 50/125um simplex cable.
w/ water blocked penetrator and 24" pigtail + FC connector.

Camera I/O:
SEACON# MINM-37-CCP BOTH ENDS
SHIELDEDMOLDED TO CABLE 72" LG.
MBARI #-101144

Power & Integration:
SEACON# MINM-26-CCP BOTH ENDS
SHIELDED & MOLDED TO CABLE 72" LG.
MBARI #-101143
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7700 Sandholdt RD.
Moss Landing, CA 95039
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PROJECT NO.

LRS-2001

600045

M.BROWN

M.BROWN

2/12/01

2/12/01

ANGLES
   1

3 PLACE DIM
     .005

2 PLACE DIM
     .02

1 PLACE DIM
     1/16

1. DIMENSIONS ARE IN INCHES
2. DIMENSION LIMITS HELD AFTER PLATING.

3. REMOVE BURRS AND SHARP EDGES .015 MAX.
4. MACHINED FILLET RADII .0150-.030.

5. MACHINED DIAMETERS ON A COMMON
    CENTERLINE CONCENTRIC WITHIN .OO5

6. PERPENDICULARITY & PARALLELISM OF
    MACHINED SURFACES .002 PER INCH.
    MAX .012 INCHES FOR SINGLE SURFACE.
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