
siamPort.cfgsiamEnv binRouting.sh hostshostname interfaces rc.local

nodeType nodeIDethernetEnabledautostart debugLevel ethernetAddressBasesleepManagerEnabled useDHCPwirelessNetworknetworkNumberBase networkNumber Service TypeService JAR

networkID

primaryNodeAddress

primaryNodeName
(“surface”)

ethernetAddressPrefix

ethernetAddress
(IP address)pppScript

parentHostName

protocolWaitTime processWaitTimeleaseRenwalInterval

hostname

ifswitch-to-static

ifswitch-to-dhcp

MAC Address

IP Address ipaddr
(IP address)

ethaddr
(MAC address)

Hosts.template

hostname.template

Interfaces.template

binrouteingsh.template

Rclocal.base.template
Rclocal.noeth.template
Rclocal.dhcp.template
Rclocal.subnode.template

longhaul

shorthaul

auxTelem.sh

pon
commsOff

rfpower.

serialPortN
powerPortN
serviceJarN
nodeID
nodeType
networkNumberBase
networkNumber
ethernetAddressBase.
advertiseService
wirelessLink
ethernetEnabled
useDHCP
jarLocation
logLocation
platformSerialPorts
codeBaseLocation

SleepManager.enabled
SleepManager.sleepString
#SleepManager.pollSeconds
SleepManager.sleepDelay
#SleepManager.wakeupSeconds
#SleepManager.minSleepSeconds

NodeService.leaseInterval

CommsManager.enabled
CommsManager.onString
CommsManager.offString
CommsManager.protocolWaitTime
CommsManager.processWaitTime
CommsManager.leaseRenewalInterval

. /j9/j9env
JAVA
JAVA_OPTIONS
SIAM_BIN
SIAM_CODEBASE SIAM_PORTAL
SIAM_CLASSPATH
SIAM_AUTOSTART
LOG4J_THRESHOLD=DEBUG
PATH
SIAM_PPP_SCRIPT
ETHERNET_ADDRESS_PREFIX

j9Env

127.0.0.1 localhost loc local familiar

10.1.1.1        shore

10.1.1.2        surface-rf mooring

134.89.37.200  surface

134.89.37.1  node401 node1
134.89.37.2  node402 node2
134.89.37.3  node403 node3
134.89.37.4  node404 node4
134.89.37.5  node405 node5
134.89.37.6  node406 node6
…
134.89.37.47 node447 node47
134.89.37.48 node448 node48
134.89.37.49 node449 node49
134.89.37.50 node450 node50

auto lo
iface lo inet loopback

auto eth0
iface eth0 inet static
address 134.89.37.200 
netmask 255.255.255.00
gateway 134.89.37.200

surface
mount -a
/etc/siam/manageLog /var/log/syslog 500000 60 &
/etc/siam/manageLog /var/log/messages 500000 60 &
chgrp lock /var/lock
chmod 775 /var/lock
/root/ricohRTC -s
echo '1' > /proc/sys/net/ipv4/ip_forward

# Enable DHCP, set hostname
# Note: used only if ethernet is enabled and DHCP is enabled
source /root/.bashrc
source /etc/siam/siamEnv
HOSTS_DIR=/etc
HOSTS=$HOSTS_DIR/hosts
HOSTS_TEMPLATE=$SIAM_HOME/properties/hosts.template
TMP_HOSTS=$HOSTS_DIR/hosts.dhcp
/usr/bin/ifswitch-to-dhcp
hostname=`hostname`
ipaddr=`$SIAM_HOME/bin/arm-linux/ipaddr`
ethAddrPrefix=$ETHERNET_ADDRESS_PREFIX
# Regenerate /etc/hosts
cat $HOSTS_TEMPLATE | sed
-e "s/<PRIMARY_NODE_ADDRESS>/$ipaddr/I" 
-e "s/<PRIMARY_NODE_NAME>/$hostname/I" 
-e "s/<ETHERNET_ADDRESS_PREFIX>/$ethAddrPrefix/I“
> $TMP_HOSTS
mv $HOSTS $HOSTS_DIR/hosts.BAK
mv $TMP_HOSTS $HOSTS
ifdown eth0
ifup eth0

#!/bin/bash
# Add route to surface-shore ppp network
route add -net 10.1.1.0 netmask 255.255.255.0 gw surface


