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THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF MBARI ANY REVISIONS
REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF MBARI IS PROHIBITED. REV. DESCRIPTION DATE APPROVED

INITIAL RELEASE

Lifting Baill
-must allow chain to
easily slide through

Retainer
-holds weights down

Six KLS Special Weights 490 Ibs Minimum
- 85 Ibs each

- nesting bumps holds stack together

Low-cost Steel Construction
Shop / Q.C. UNLESS OTHERWISE SPECIFIED APPROVALS bA | Monterey Bay Aquarium Research Institute
TOLERANCES ARE:
DRAWN
Inspector 1PLACEDIM | 2 PLACE DIM | 3PLACE DIM | ANGLES B.Hobson 9/27/00 | MBARI
b 2% 20 : ENGINEER 7700 Sandholdt RD.
Shop Foreman 1. DIMENSIONS ARE IN INCHES B.Hobson ~ 9/27/00 | Moss Landing, CA 95039
e 2. DIMENSION LIMITS HELD AFTER PLATING. CHECKED PH: (831) 775-1700 -
ngineer 3. REMOVE BURRS AND SHARP EDGES .015 MAX.
4. MACHINED FILLET RADII .0150-.030. PROJECT NO.
900622 .
NEXT ASSY | NEXT ASSY |5 MACHINED DIAMETERS ON A COMMON
Description | Number | _ CEMERLNE CONCENTRIC WIRN .05 | rgueer ————— amera Frame Drop Weight
— 6. PERPENDICULARITY & PARALLELISM OF Palagic/Benthic
MACHINED SURFACES .002 PER INCH,
i MAX 012 INCHES FOR SINGLE SURFACE. SEE DWG. NO. 1003396 REV.
icati WEIGHT
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