ATERIALS

ALL SINGLE CONDUCTOR IS 22AWG TEFLON INSUL

BELDEN 83264 OR EQUIV COAXIAL RG179

BNEE

BELDEN 88761 OR EQUIV TWISTED SHIELDED PAIR

22AWG TEFLON WIRE RG179 COAXIAL TWISTED SHIELDED PAIR
J2-3
MINK-19-BCR ; VIOLET PTFE 22AWG <:| +24VDC
F—X
‘31 BLACK PTFE 22AWG <:| DC COMMON
=X
2 WHITE/RED PTFE 22AWG <:| STROBE TRIGGER
7 BLACK FEP TSP 22 AWG <]
8 XX R3ago
ﬁ < RS485-
=X
10 GREEN PTFE 22AWG
11 RED FEP TSP 22 AWG GSTROBE GROUND
e
bR FACE w1 EW 1151 RG179 COAX #1 SCREEN - <:|VIDEO SCREEN
16 l
17 RG179 COAX #1 CORE
18 WHITEBLACK o < VIDEO COMPOSITE
19 < STROBE STOP
—X
NOTES MBARI - Mosslanding, CA -  (831) 775-1700
1 JAll wires and cables should be cut to minimum 4 FT length. ’
2 [Please label any cables of same color. [Title
Designed MINK-19-BCR Installation Wiring Specification (Insite CoolPix Still Camera)
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