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NOTES:

1. BUSHING ST2B IS CONNECTED TO THE EXTERNAL CABLE SYSTEM. BYPASS BUSHING ST1B MAY BE
CONNECTED TO ANOTHER CWDM CARD OR A 1310/1550nm 907 CARD.

2. THE STANDARD 1470nm AND 1490nm CWDM WAVELENGTHS USED CAN BE CHANGED TO OTHER WAVELENGTH
UPON REQUEST.

3. IN THE CONNECTION TABLE, “EXTERNAL TX/RX” REFERS TO CWDM TRANSCEIVERS ON OTHER 907 CARDS. THE
“EXTERNAL TX/RX” CONNECTIONS WILL BE OPPOSITE BETWEEN THE REMOTE AND CONSOLE
CONFIGURATIONS (EG. IF LC1B CONNECTS TO THE TX BUSHING OF THE CWDM TRANSCEIVER AT THE REMOTE
THEN LC1B WILL CONNECT TO THE RX BUSHING OF THE CWDM TRANSCEIVER AT THE CONSOLE)

4. IN THE CONNECTION TABLE AND CONNECTION DIAGRAM, ‘C’ IS COMMON FIBER, ‘P2’ IS BYPASS FIBER, AND ‘P1’
IS WAVELENGTH TAPPED FIBER.

5. THE SAME 907-CWDM CARD IS USED FOR BOTH THE REMOTE AND CONSOLE ENDS.

6.  OVERALL CARD DIMENSIONS AND MOUNTING HOLES ARE PC/104 FORM FACTOR.

7. REFER TO SHEET 2 FOR “OLDER” STYLE CWDM OPTICS CARDS THAT CONTAIN A PC/104 CONNECTOR.

- A PRODUCTION ISSUE 2004-03

CONN TYPE DESCRIPTION

ST1A ST/PC TO 1491CWDM - P2

ST1B ST/PC TO BYPASS

ST2A ST/PC TO 1471CWDM - C

ST2B ST/PC TO CABLE SYSTEM

LC1A LC/PC TO 1471CWDM - P1

LC1B LC/PC TO EXTERNAL TX/RX

LC2A LC/PC TO 1471CWDM - P2

LC2B LC/PC TO 1491CWDM - C

LC3A LC/PC TO 1491CWDM - P1

LC3B LC/PC TO EXTERNAL TX/RX
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