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These grooves must match with grooves on 
the endcaps when fully threaded. Discuss 
with Francois
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SECTION A-A

7.77-18 UNC 2A
Match with rear endcap

7.77-18 UNC 2A
Match with dome retainer

32

32

32
32

Material: 6061-T6
Anodize per  Mil-A-8625F Type III Class I
PTFE coat
Important to avoid any scratches on the exterior and the end faces of the tube.
Use the inside of the tube for fixturing during the anodizing process.
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1. DIMENSIONS ARE IN INCHES
2. DIMENSION LIMITS HELD AFTER PLATING.
3. REMOVE BURRS AND SHARP EDGES .015 MAX.
4. MACHINED FILLET RADII .0150-.030.
5. MACHINED DIAMETERS ON A COMMON
    CENTERLINE CONCENTRIC WITHIN .OO5
6. PERPENDICULARITY & PARALLELISM OF
    MACHINED SURFACES .002 PER INCH.
    MAX .012 INCHES FOR SINGLE SURFACE.

PROJECT NO.

PROJECT

MBARI
7700 Sandholdt RD.
Moss Landing, CA 95039
PH: (831) 775-1700

Francois Cazenave

Francois Cazenave

1:2WEIGHT 25.813  lb.


	Sheet1
	Drawing View1
	Drawing View2
	Section View A-A


