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1 PLACE DIM

1/16       

2 PLACE DIM

.020

Moss Landing, CA 95039

.005

1. DIMENSIONS ARE IN INCHES.

2. DIMENSION LIMITS HELD AFTER PLATING.

3. REMOVE BURRS AND SHARP EDGES .O15 MAX.

      1

4. MACHINED FILLET RADII .015-.030.

3 PLACE DIM

    MAX .012 INCHES FOR SINGLE SURFACE.

PROJECT Name

5. MACHINED DIAMETERS ON A COMMON

    CENTERLINE CONCENTRIC WITHIN .OO5

  

PH: (831) 775-1700

Shop / Q.C.

Inspector

Shop Foreman

Engineer

MRC 03/16/2015

6. PERPENDICULARITY & PARALLELISM OF 

ANGLE

MBARI
7700 Sandholdt Rd.

(831) 775-1708
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Added gear drilling instructions.C
Revision to parallel sides for manufacture.
Initial release

4/7/15
3/15/15
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3.

A

NOTES:
MATERIAL IS 6061T6 ALUMINUM ALLOY.1.
BREAK ALL SHARP EDGES WITH 0.010 CHAMFER.2.
ANODIZE PER MIL-A-8625F, TYPE II, DYE COLOR GOLD.

5/11/15


