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Chemical-Resistant Clear Tygon Tubing
25mm ID, 35 mm OD, 4.8 mm Wall Thk 82 mm Bend Radius

4 inch Schedule 40
PVC Pipe

@102 mm

@ 6.4 mm Pull Lines

18.15 mm Max. OD Hopkins Cable

NEXT ASSY USED ON

APPLICATION
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REVISIONS
DESCRIPTION
REV. INITIAL RELEASE DATE APPROVED
Reference Existing Pipe
(Interior cable and tube
shown for reference only)
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1
EEOM QTY PART NO. DESCRIPTION MATERIAL SPECIFICATION

UNLESS OTHERWISE SPECIFIED
TOLERANCES ARE:

1PLACEDIM | 2PLACEDIM | 3 PLACE DIM ANGLES
*1/16 +.02 +.005 +1°

1. DIMENSIONS ARE IN INCHES

2. DIMENSION LIMITS HELD AFTER PLATING.

3. REMOVE BURRS AND SHARP EDGES .015 MAX.
4. MACHINED FILLET RADII .0150-.030.

5. MACHINED DIAMETERS ON A COMMON
CENTERLINE CONCENTRIC WITHIN .O05

6. PERPENDICULARITY & PARALLELISM OF
MACHINED SURFACES .002 PER INCH.
MAX .012 INCHES FOR SINGLE SURFACE.
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