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PAYLD3 CONNECTION

AUX3 +28V
AUX4 GND

V-BOOST PAYLD2 CONNECTION

RTE

+12V
GND

AUX3 +28V
AUX4 GND

+12V(1.0 AMP)
GND

+28V

IN

SWITCH

RUDDER

FLUOROMETER CABLE

SENSOR CABLE

TOWBODY CABLE

SUB HOUSING CABLE

SUB HOUSING CABLE

TOWBODY CABLE

SENSOR CABLE

FLUOROMETER CABLE

PAYLOAD1 CABLE

PAYLOAD1 CABLE

PAYLOAD2 CABLE

PAYLOAD2 CABLE

CTD CABLE

CTD CABLE

EXISTING: MCIL8 TO PENETRATOR (AFT PAYLOAD BOX)

EXISTING: (??) TO MCIL8

REQUIRED: MCIL8 SPLIT TO RTE AND MCIL8

EXISTING: MCIL8 TO MCIL8

REQUIRED: MCIL4 TO MCIL6

REQUIRED: MCIL4 TO (TBD)

REQUIRED: MCIL8 TO MCIL6

PAYLOAD3 CABLE

PAYLOAD3 CABLE

CABLES REQUIRED FOR THIS CONFIGURATION:BULKHEAD CONNECTORS REQUIRED FOR THIS CONFIGURATION:

MCBH8

MCBH4

MCBH4

REQUIRED: ON SUB HOUSING TO CONNECT TOWBODY

REQUIRED: ON SUB HOUSING TO CONNECT FLUOROMETER

REQUIRED: ON SUB HOUSING TO CONNECT SENSOR

FLOAT

EXISTING: MCIL8 TO PENETRATOR (FWD 'HOTSPOT' PAYLOAD BOX)

REQUIRED: ON SUB HOUSING TO CONNECT TO RUDDER MODULEMCBH6

HOTSPOT PAYLOAD BOX
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