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SIZE DWG NO REV

SCALE SHEET OF

DESIGN

CHECKED

TITLE

DRAFT

UNLESS OTHERWISE NOTED:

DIMENSIONS IN INCHES

 

                        TOLERANCES:

 

    DECIMAL          ANGLE       FRACTION

.x        ± 0.1           ±1 deg            ±1/32

.xx      ± 0.01

.xxx    ± 0.005

 

 BREAK ALL SHARP EDGES R0.02 MIN

MATERIAL

FINISH

SEE APPLICABLE NOTES

WOODS HOLE OCEANOGRAPHIC INSTITUTION

APPLIED OCEAN PHYSICS & ENGINEERING

86 WATER STREET, WOODS HOLE, MA 02543

DATE

DEPLOYMENT BALE

232-1-0801

1 1 

AA

C. LUMPING 12/30/2020

C.LUMPING 1/11/2021

C. LUMPING

316 STAINLESS STEEL

WHALE MULTI-FUNCTION NODE

DATE

DATE

1/6/2021

(2.25)

(2.13)

0.003.444.134.88

R1.06

0.891

BREAK EDGES

0.03 X 45° CHAMFER

1.25

-

.00

.01+

0.50

0.50

(5.94)

0.001.501.992.63

(2.88)

4.13

R0.762X 

R0.882X 

R0.252X 

ALL AROUND

0.75

(R0.38)

FULL R

2.13

1.06

REVISION HISTORY

REV DATE DESCRIPTION APPROVED

A 1/11/2021 INITIAL RELEASE J. KEMP

0.502X 

R0.382X 

(R0.34)

0.03

0.06

 X 45° CHAMFER

BREAK ALL SHARP EDGES

AS SHOWN

(R0.56)

FULL R

1.13

R0.192X 

NOTES:

1) MARK WITH PART NUMBER AND CURRENT REVISION IN ACCORDANCE 

    WITH MIL-STD-130, METHOD OPTIONAL. IF INKED, USE INK 

    CONFORMING TO THE PERFORMANCE REQUIREMENTS OF A-A-56032 

    TYPE I. LOCATE APPROXIMATELY WHERE SHOWN.

2) PASSIVATE FINISHED PART BY ELECTROPOLISHING IAW ASTM B912

3) MAXIMUM WORKING LOAD = 8,000 LBF

MARK PART HERE


