
PART NO. 171-2-0201

E/M CABLE TERMINATION (SB-49711A)

MATERIAL:  6061-T6 ALUMINUM

CONFORMING TO ASTM B 211 / ASTM B 221

35 KSI MINIMUM TENSILE YIELD STRENGTH
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                        TOLERANCES:

 

    DECIMAL          ANGLE       FRACTION

.x        ± 0.1           ±1 deg            ±1/32

.xx      ± 0.01

.xxx    ± 0.005

 

 BREAK ALL SHARP EDGES R0.02 MIN

MATERIAL

FINISH

SEE APPLICABLE NOTES
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5.50
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BREAK EDGES
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0.03 X 45° CHAMFER
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REVISION HISTORY

REV DATE DESCRIPTION APPROVED

C 11/27/2019

INCREASED CUP DEPTH FROM 3.00" TO 3.50"; 

ADDED PART MARKING AND SANDBLAST NOTES

J. KEMP

B 3/22/2019 ADDED CUP FOR CABLE CONDUCTOR SPLICES J. KEMP

A 2/19/2019 INITIAL RELEASE J. KEMP
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ENGINEERING NOTES:

 

MAXIMUM WORKING LOAD - 2,500 LBF

 

MINIMUM BREAKING STRENGTH - 15,000 LBF*

*ESTIMATED USING FEA BASED ON A MATERIAL 

MINIMUM TENSILE YIELD STRENGTH OF 35 KSI

NOTES:

1) MARK WITH PART NUMBER AND CURRENT REVISION IN ACCORDANCE 

   WITH MIL-STD-130, METHOD OPTIONAL. IF INKED, USE INK CONFORMING

   TO THE PERFORMANCE REQUIREMENTS OF A-A-56032 TYPE I.

   LOCATE APPROXIMATELY WHERE SHOWN.

2) SANDBLAST (ALUMINUM OXIDE) FEATURES/SURFACES AS INDICATED

3) MASK ALL OUTSIDE SURFACES PRIOR TO SANDBLASTING

7°

SANDBLAST INNER BORES

AS SHOWN; MASK ALL

OUTER SURFACES

(SEE NOTES 2 & 3)

MARK PART HERE

(SEE NOTE 1)

3.00Ø


