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NOTES:
1. 8S4P Li primary battery pack
2. 16X "sticks" glued together
3. 1 "stick = 2X Electrochem 3B0076 welded in series and shrink wrapped together
4. Top and bottom insulator 0.015: - 0.030" Nomex "paper"
5. 3X Brass or St. Steel threaded rods for mounting as shown.  Heat shrink rod inside pack.
6. All connections made with welded tabs
7. 3B0076-PH or 3B0076-PR as shown

16 AWG Teflon Insulated
+ lead = Red
- lead = Black
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BT16
3B0076-PH

BT17
3B0076-PH

BT25
3B0076-PH

BT7
3B0076-PR

BT15
3B0076-PH

BT4
3B0076-PH

BT14
3B0076-PH

BT1
3B0076-PH

BT13
3B0076-PH

BT33
3B0076-PR

BT8
3B0076-PH

BT11
3B0076-PH

BT10
3B0076-PH

BT9
3B0076-PH

BT5
3B0076-PH

BT24
3B0076-PH

BT32
3B0076-PH

BT23
3B0076-PH

BT31
3B0076-PH

BT30
3B0076-PH

BT6
3B0076-PH

BT22
3B0076-PH

BT34
3B0076-PR

BT29
3B0076-PH

BT21
3B0076-PH

BT35
3B0076-PR

J1

Harwin MX80 xxx

1
2

BT3
3B0076-PH

BT2
3B0076-PH

BT19
3B0076-PH

BT27
3B0076-PH

BT18
3B0076-PH

BT26
3B0076-PH

<--- 6" from pack --->


