
25 Links Galvanized ½” Long-Link Chain
3.15" ID

GASwSP ½"

GASwSP 5/8"

GASwSP = Galvanized Anchor Shackle w/ safety Pin
GPL = Galvanized Pear Link

GPL 5/8"

GASwSP 5/8"

Weldless Ring S-643 1-3/8"x6”

GRPCS = Galvanized Round Pin Chain Shackle

½” Chain

(2) Drop Link

Paired Benthos model 865 acoustic releases
Serial#: 1269        Enable: B        Release: F_______ 
RX(kHz):_13.0________TX(kHz):__12.0_________

Serial#:__1176_____Enable:__C______Release:__D_____
RX(kHz):__13.0_________TX(kHz):___12.0_________

Lowering Benthos
Serial#:__50682____Enable:__B______Release:__C_____
RX(kHz):__9.5_________TX(kHz):___12.0_________

(2) X Links Galvanized ½” Long-Link Chain

GPL 5/8"

13 Links Galvanized ½” Long-Link Chain

GPL 5/8"

A402 2-ton roller Bearing Swivel 

13 Links Galvanized ½” Long-Link Chain

4 Links Galvanized ½” Long-Link Chain

Mooring Systems: ¼-WR-195m
¼” 3x19 PP Jacket Black Wire Rope 
195m

GPL 5/8"

12 Links Galvanized ½” Long-Link Chain

GASwSP ½"

GASwSP 5/8"

GASwSP ½"

GASwSP ½"

GASwSP ½"

GASwSP ½"

GASwSP ½"

GASwSP ½"

GASwSP ½"

GASwSP ½"

(2) GASwSP 5/8"

(2) GRPCS ½"

2x Benthos 2040-17V Glass floats
With Hardhats.

4x GASwSP ½”

(8) Hardfloats attached to cable. 9lbs 
buoyancy per float.

3.25m with shackles

3.5m with shackles

3.85m with shackles

7.05m with shackles

GPL 5/8"
GASwSP ½"

16.8m ¾” Yale nylon brait

(2) GASwSP 1/2"

2x Benthos 2040-17V Glass floats
With Hardhats.

4x GASwSP ½”

13 Links Galvanized ½” Long-Link Chain

12.65m with shackles

Thimbled Line Lengths January 15, 2020

Marked length  Loaded length (~1000#)  Unloaded

1m                        3.25m                                3.05m
2m                        3.5m                                  3.22m
2m                        3.85m                                3.53m
5m                        7.05                                    6.5m
10m                      12.65m                              11.71m
13m                      16.8m                                 15.55m

Anchor 0.6m

Lower 8.52m

Nil 195.5m

Top 2.72m

Fixed Length = Top + Nil + Lower + Anchor

= 2.72+195.5+8.52+0.6=207.3m

Brait Length = (Water Depth)-Depth-Fixed

=236m-14-207.3=14.7m

Using 10m, Depth=236-12.65-207.3 =16.05m

Using 13m, Depth=236-16.8-207.3 =11.9m

Depth 14m


