
Withstand

10,000 VDC

10 minutes

> 1 x 10^12 Ohms 

PD Testing

7,200 VAC

< 10 PicoColumbs

Visual Inspection

Dimensional Inspection

Insulation Resistance

10,000 VDC

1 minute

> 1 x 10^11 Ohms

ATP-120 Pin Level FAT

HPR-207 Connector 

Level FAT

PD Testing

7,200 VAC

< 10 PicoColumbs

Leakage Current

15,000 VDC

30 minutes

< 5 x 10^-8 Amps

PD Testing

7,200 VAC

< 10 PicoColumbs

Mateability

(no force recorded)

Continuity

< 0.02 ohm per contact

Insulation Resistance

10,000 VDC

5 minutes

> 1 x 10^11 Ohms

Insulation Resistance

10,000 VDC

1 minute

> 1 x 10^11 Ohms

Leakage Current

15,000 VDC

30 minutes

< 5 x 10^-8 Amps

PD Testing

7,200 VAC

< 10 PicoColumbs

Continuity

< 0.02 ohm per contact

9 Pressure Cycles to 

7,500 psi

I/R and Continuity 

Readings Taken

1 Hour Hold at 10,000 

psi

I/R and Continuity 

Readings Taken

ATP-119 

Harness Level FAT

Leakage Current

13,000 VDC

5 minutes

< 6 x 10^-8 Amps


