
A PISTON SEAL RETAINING NUTS
HOLD PRESSURE CASE TOGETHER

IMPULSE MCBH-5-FS UNDERWATER CONNECTOR
BATTERY OUTPUT AND BATTERY CHARGE.
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4X POLYMER LI-ION BATTERY
14.8V, 10Ah EACH WIRED IN PARALLEL TO MAKE
14.8V, 40Ah BATTERY PACK.
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ASSEMBLED BATTERY PACK PRESSURE CASE WEIGHT IN AIR: 17.5KG (38.6LB)
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14.8V, 10Ah Battery Module
Mfr: Batteryspace.com
Mfr PN: PL-9059156-4S-WR
Mfr Product ID: 3876 14.8V, 10Ah Battery Module 14.8V, 10Ah Battery Module 14.8V, 10Ah Battery Module

Assembled Battery Pack Pressure Case.
All alluminum tube and endcaps. Sealed with o-rings.
Rated to 1000 meters depth in water.
Shown with tube transparent so inside is visible.

3.7V, 10Ah Battery Cell
Mfr: Batteryspace.com (AA Portable Power Corp)
Mfr PN: PL-9059156
4 per Battery Module

The Battery Pack instrument pressure case contains four (4) Battery Modules.

Each Battery Module contains four (4) Battery Cells plus electronics protection circuitry.
A Battery Module is 14.8V, 10Ah. The 4 Battery Cells are wired in series so that 4 x 3.7V=14.8V

Each Battery Cell weighs approximately 196 grams.
Each Battery Module then contains 4x 196 = 784 grams of net battery.

The assembled Battery Pack contains 4x784 = 3.14 kg of net battery (16 total battery cells).

The four (4) Battery Modules are wired in parallel so the assembled Battery Pack is rated at 14.8V, 40Ah.
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