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PIPING MATERIAL SCHEDULE
System Conditions Valves Pipe Fittings
System Temp [Max Press| Oper press Size | Type Trim Body Size Material Spec Type Material Spec
CLEAN SEAWATER AMB 30 15 1-1/2" Ball PVC PVC 1-1/2" SCH-80, PVC THREAD
INLET AMB AMB AMB 1-1/2" BALL 316SS 3165S 1-1/2" SCH-80, STEEL UNION
Equipment List

I[tem no. | Qty | Description Mfg, Model Notes

1 Noryl Centrifugal Pump, 3/4 HP TEFC, 2ph 230/460V, 1-1/2" Shertech, CHMNA233T MABRI provided

2 1 1-1/2" Teflon Lined ball valve, Flange type 150 Richter, KNA-S/F MABRI provided

3 1 1-1/2" Basket Strainer Aguatic Echo-Systems, WLS3 JUMBO STRAINER BASKET  MABRI provided

4 2 1-1/2" PVC True Union Type Ball Valve, Asahi Type 21, EPDM o-ring Harrington Plastics P/N 1601015 MABRI provided

5 1 1-1/2" PVC Union Harrington Plastics P/N 897-015

6 1 Temp sensor Plenum FRO Seabird SBE 38 MBARI MABRI provided
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GENERAL NOTES
1. ALL PIPING SHALL BE IN ACCORDANCE WITH APPLICABL ABS & USCG
REGLUATIONS AND PER CONTRACT SPECIFICATIONS
2. PIPING SHALL BE PROPERLY SUPPORTED AND ARRANGED SUCH THAT IT IS
NOT NORMALLY USED AS A STEP OR RAIL.
3. DECK AND BULKHEAD PENETRATIONS SHALL BE REINFORCED WITH
DOUBLER PLATES IN ACCORDANCE WITH ABS TULES.

BILL OF MATERIALS

UNLESS OTHERWISE SPECIFIED APPROVALS DATE

TOLERANCES ARE:
1PLACEDIM | 2PLACEDIM = 3PLACEDIM | ANGLES
+1/16 +.02 +.005 +1

1. DIMENSIONS ARE IN INCHES

2. DIMENSION LIMITS HELD AFTER PLATING.

3. REMOVE BURRS AND SHARP EDGES .015 MAX.
4. MACHINED FILLET RADII .0150-.030.

5. MACHINED DIAMETERS ON A COMMON
mﬁﬁg‘gf\{ CENTERLINE CONCENTRIC WITHIN .005

6. PERPENDICULARITY & PARALLELISM OF
MACHINED SURFACES .002 PER INCH.
MAX .012 INCHES FOR SINGLE SURFACE.
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RACHEL CARSON

SIZE DWG. NO. REV.
B 10020778DWG
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